
Locking devices for prevention of
accidental valve operation.

Bubble-tight sealing is achieved by
the use of two rigid seats firmly 
secured in the valve body on either 
side of the ball. Media flow is cut 
off on the downstream side by 
upstream pressure pushing against 
the ball.

Multiple stem seal and PTFE
chevron packing rings for 
fugitive emission control.

Antistatic devices to ensure 
electrical continuity between 
the ball, stem and body, to 
eliminate electrostatic charging 
during service.

The lower end of stem is 
designed with an integral 
collar to be blowout proof,
assuring stem sealing at all
pressures. Double flat shape 
of stem head indicates ball
position.

Fire safe. A secondary metal to 
metal sealing shuts off the valve 
flow in the event of soft seat rings 
are destroyed by fire. Fire tested 
to API 607 latest edition.

Integral ISO5211 actuator 
mounting pad, provides easy 
match-up to the actuator with
standardized connections.
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FLOATING BALL VALVE



Features: Applicable Standards:
Floating Ball Type
Split Body, End Entry
2-Piece or 3-piece Body
Full Port for Pigging Operation
Gear or Actuator Available

Design: API 6D / API 608 / BS 5351
Wall Thickness: API 600 / BS 5351
Fire Safe:  API 607 / API 6FA
Antistatic:  API 608
Face-to-face:  ASME B16.10 / API 6D
Flange Ends: ASME B16.5 / B16.47
Butt-welding End: ASME B16.25
Testing: API 598 / API 6D

A276-420

Wrench

A193-B8M
A194-8M

Stainless Steel Low Temp. Steel

A276-420
PTFE,RPTFE,PPL,NYLON,PEEK, etc.
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